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PURPOSE 

This report is intended to provide the City of Beverly Hills with a summary of available options for 

addressing transportation safety-related concerns in the greater Trousdale area.   The physical conditions 

and related concerns are very unique and not easily quantified.  Therefore, much of this effort draws from 

the professional experience and judgment of the authors.  Some quantifiable information is available to 

document the existing conditions and collision history; however, in most cases it is not possible to 

quantify the likely benefits of the potential treatments. 

Our goal was to provide the City with a complete inventory of potential treatments, guidance as to the 

likely benefits (and potential side effects) of the treatments, and a suggested package of treatments that 

represents an aggressive approach that respects stakeholder concerns.  

PROBLEMS TARGETED IN THIS EFFORT 

The challenge of getting large trucks in/out of the area for related construction sites while navigating the 

substantial grades was the primary concern we were asked to consider (Figure 1).  Several recent collisions 

have potentially been related to the grades, and the significant amount of construction in the area has 

resulted in the demand for larger trucks to use the streets. 

A secondary issue of importance to the City is the speed of general vehicular traffic on the steep grades in 

the area.   

A tertiary issue of concern is general vehicular safety as experienced by the residents in their daily 

activities. 

The menu of available options, found later in this report, is segregated by which of the above issues is 

addressed by a given treatment.  In some cases, the treatment would be beneficial to more than one of 

these problems.  

LIMITATIONS OF THIS REPORT 

At the time our effort was initiated, the City did not have any recent traffic data for the area, as such data 

is not usually collected on residential streets.   Therefore, we collected new traffic volume, speed, and cut-

thru data.  Unfortunately, the timing of that effort was the week following Memorial Weekend, which may 
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not be representative of worst-case conditions (non-holiday, weekday with schools in session).  We could 

have waited until June, but City staff thought the situation would be even less typical with the on-set of 

summer vacations and schools being on break.  Based upon our experience, we believe the collected data 

is approximately 5-10% below the highest time of the year.  Also, the cut-thru traffic measurements 

exclude any trucks, as the City had already implemented the moratorium when our data was collected. 

The exact cause of some of the recent collisions on Loma Vista Drive is still under investigation by the 

California Highway Patrol (CHP).  As such, the CHP is not able to release their findings as this time. 

The problem of collisions involving construction-related vehicles on relatively steep roadways is not a 

common problem, or at least it hasn’t been documented or studied in the professional realm.   There are 

no manuals, standards, or best-practices that have been widely adopted for this situation.  Most agencies 

try to avoid constructing roadways with sustained grades in excess of 8-10%, but that isn’t always possible 

in terrain such as the Trousdale area. 

Some of the potential access routes involve roadways within the City of Los Angeles’ authority.   As such, 

we advise that the City of Beverly Hills communicate with key staff in Los Angeles to determine how they 

can work together for everyone’s benefit. 

This study only addresses the transportation options and does not evaluate changes in land use policy 

(such as reduced building heights and limits on sub-surface portion).    

QUANTIFIABLE INFORMATION 

STREET GRADES 

We used available USGS topography mapping to calculate the grades of the primary streets in the study 

area (Figure 2).    Many of these streets have sustained grades in excess of 10%.  The steepest sections are 

in excess of 20%. 

STREET WIDTHS 

We used aerial photos, supplemented by field measurements, to determine the curb-to-curb width of the 

primary streets in the study area (Figure 3).   The widths range from 20’ to 40’, with the following widths  
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on key streets: 

 Loma Vista Drive:  35-40’ 

 Carla Ridge:  25-30’ 

 Hillcrest Drive:  25-30’ 

 Cherokee Lane:  20’ 

For perspective, a typical minimum lane width is 10’, while 12’ is preferred.   On-street parking typically 

ranges from 7’ at minimum to 8’ as preferred.  Therefore, the minimum road width without parking is 20’, 

while the minimum road width with continuous parking (on both sides) is 34’.  For streets less than 34’ 

wide with parking on both sides, vehicles may need to pull-over to allow on-coming vehicles to pass. 

TRAFFIC VOLUMES 

We collected traffic volume data on May (Figure 4).  As mentioned earlier in this report, this was the week 

following the Memorial Day Holiday; therefore, the traffic volumes are likely 5-10% lower than a non-

holiday period with all schools in session.   Except for Coldwater Canyon Drive, these traffic volumes also 

exclude heavy truck trips due to the moratorium in the area.  

The measured daily traffic volumes ranged from a low of 2,200 on Schuyler Road (near Cerrocrest Drive) 

to a high of 22,900 on Coldwater Canyon Drive (south of Cherokee Lane). 

TRAFFIC SPEEDS 

We collected traffic speed data at two locations along Loma Vista Drive.    These measurements are 

reflective of mid-day conditions (noon to 6:00 PM).   The most important and widely-used measurement 

of vehicular speed is the 85th percentile.  This represents the top speed at which 85% of drivers are 

travelling.  Namely, 85% are driving at or below this speed.   The 85th percentile speed is used to establish 

speed limits per the California Vehicle Code.   The results are shown on Figure 4 and in Table 1 that 

follows. 
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TABLE 1 TRAFFIC SPEEDS 

Location Range 50th percentile 85th percentile 

Loma Vista Drive north of Chalette Drive 15-48 MPH 30 MPH 35 MPH 

Loma Vista Drive north of Wallace Ridge 15-59 MPH 32 MPH 38 MPH 

CUT-THRU TRAFFIC  

We collected vehicle license plate data at two locations in the study area to determine cut-thru traffic 

along Loma Vista.  License plate data was recorded on Loma Vista Drive just north of Drury Lane and on 

Cherokee Lane at El Roble Lane over a 14-hour period (6:00 AM to 8:00 PM).  License plate data was 

compared at the two locations to determine the number of vehicles using Loma Vista Drive to travel 

through the area (i.e., cut-thru trips) to bypass congestion on Sunset Boulevard and travel to/from 

Coldwater Canyon Drive.  Table 2 shows the amount of cut-thru trips recorded over the 14-hour count 

period and during the AM and PM peak commute periods.   

TABLE 2 CUT-THROUGH TRAFFIC 

 Number of Cut-through vehicles (% of total traffic) 

Location 
14-hour Count Period 
(6:00 AM – 8:00 PM) 

AM Peak Commute 
Period  

(7:00 – 10:00 AM) 

PM Peak Commute 
Period  

(4:00 – 7:00 PM) 

NB Loma Vista to Cherokee Lane 865 (28%) 40 (9%) 485 (41%) 

SB Cherokee Lane to Loma Vista 395 (24%) 175 (32%) 65 (27%) 

 

 



Trousdale Area Traffic Safety 

June 2014 

5 

 

COLLISION HISTORY 

The Beverly Hills Police Department gathered available collision data for the most recent 5.5 years (Jan 

2009 to present).   We acknowledge that some collisions go unreported, and would therefore not be 

reflected in this table.  The following is a summary of the available data: 

TABLE 3 COLLISION HISTORY 

 
Loma Vista 

Drive 
Coldwater 

Canyon Drive 
Hillcrest Drive 

(North of 
Doheny) 

Carla Ridge (south 
of Loma Vista) 

Total Collisions 27 38 6 4 

Collision Rate1 1.39 0.52 2.54 1.68 

Involving Trucks 7 (26%) 0 1 (17%) 1 (25%) 

Injuries Involved 16 (59%) 15 (39%) 2 (33%) 1 (25%) 

Downhill 15 (56%) 21 (55%) 4 (67%) 1 (25%) 

Hit Parked Car 4 (15%) 3 (8%) 2 (33%) 0 (0%) 

The location of the collisions in the Trousdale area (Carla Ridge, Loma Vista Drive, and Hillcrest Road) 

since January 2009 are mapped in Figure 5.    

There have been five collisions on Loma Vista Drive since October 2013 that involve large trucks: 

 The October 2, 2013 collision of an asphalt truck that was found to be caused by driver error, 

which included unsafe speed and failure to utilize the lowest gear (was in 3rd gear).  

 The October 29, 2013 collision of a tractor‐trailer truck was found to be a vehicle that was being 

driven prudently (10‐15 MPH) but lost its brakes and successfully utilized the runaway truck 

ramp.  

 The 2014 collisions of March 7, May 2, and May 9 are still under investigation by the CHP and 

their report is not anticipated for a few months.    

According to the Beverly Hills Police Department, over the last 5.5 years, a total of four vehicles (2 autos 

and 2 trucks) have used the runaway truck ramp on Loma Vista Drive. 

                                                      
1 Rate is expressed as collisions per million vehicle miles of travel for given roadway 
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TRUCK ROUTES 

The designation of an official “truck route” is intended to provide a means for trucks to travel through a 

community, even if they don’t have a destination within the community.  Per the General Plan there are 

two existing truck routes in the vicinity of the study area:  Beverly Drive/Coldwater Canyon Drive and 

Canon Drive.  None of the streets within the Trousdale area are designated as a truck route; therefore, the 

absence of such designation means that “through” trucks are not allowed on these streets.   

PAVEMENT MAINTENANCE 

According to the City’s records, Loma Vista Drive was last resurfaced in September of 2011.  The street 

was overlaid with a standard rubberized asphalt.   

RELEVANT CODES AND LAWS 

The following are state codes related to the current and potential operation of the roadways in the 

Trousdale area: 

REDUCED SPEED LIMITS 

CVC Section 22413: For a portion of a street with a grade in excess of 10%, a local authority can, based 

upon an engineering and traffic survey, establish the speed limit at 15 or 20 MPH.   A portion of Carla 

Ridge is already designated as 15 MPH. 

TRUCK ACCESS LIMITATIONS 

CVC Section 35701:  A jurisdiction may prohibit the use of a street by commercial vehicles in excess of a 

specific weight limit.  However, Section 35703 clarifies that a local agency cannot “prohibit any 

commercial vehicles coming from an unrestricted street when necessary for the purpose of making 

pickups or deliveries of goods, wares, and merchandise from or to any building or structure located for 

purpose of delivering materials to be used in the actual and bona fide repair, alteration, remodeling, or 

construction of any building or structure upon the restricted street for which a building permit has 

previously been obtained.” 

CVC Section 35704:  Excludes a public utility or contractor working on their behalf from being subject to 

any weight limit restriction on through trucks.  
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CVC Section 35717: Any “county” may prohibit the use of any street by commercial vehicles exceeding 

14,000 pounds (7 tons) if an engineering standard shows the street may not “support” such a vehicle.  The 

language is specific to counties and the “support” phrase has been interpreted to mean the structural 

section cannot tolerate the weight without damage. 

TRUCK SIZE & WEIGHT 

CVC Sections 35550-35558: The maximum total vehicle weight (including load) is 80,000 pounds (40 tons), 

and the maximum weight per axle is 20,000 pounds (10 tons).   

CVC Section 35400:  The maximum single trailer length is 65’, while a double trailer can be as long as 75’. 

The standard classification system for trucks in the US and California is based upon the “class” of vehicles 

with the following total, loaded weight limits: 

 Light Duty (Class 1-3): up to 14,000 pounds 

 Medium Duty (Class 4-6): up to 26,000 pounds 

 Heavy Duty (Class 7 & 8): Class 7 is up to 33,000 pounds and Class 8 is up to 80,000 pounds 

CHP SAFETY INSPECTIONS 

The California Commercial Motor Vehicle Safety Act of 1988, referred to as the Biennial Inspection of 

Terminals (BIT) Program, is administered by the CHP.    Trucks with three or more axles with an unloaded 

weight of 10,000 pounds or more are subject to the BIT.   Vehicles are subject to inspection every 25 

months by the CHP unless they find an “unsatisfactory” condition, in which case the vehicle is subject to 

re-inspection within 120 days to show the correction has occurred.  Additionally, the carrier is required to 

inspect the main safety systems in every vehicle at 90-day intervals.  The carrier is required to submit 

these 90-day reports to the CHP for review.    

NATIONAL TRUCK COLLISION RESEARCH 

We investigated the relationship between truck weight and both the frequency and severity of collisions.  

The national research on this topic is surprisingly sparse.  Some excerpts are provided in Appendix D.    

The most compelling information, from a national data set for 2011, was that trucks under 10,000 pounds 

were involved in no fatalities and less than 1% of injury crashes.   Trucks between 10,000-26,000 pounds 

were involved with 18% of fatalities and 21% of injury crashes.  And trucks exceeding 26,000 were 
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involved with 82% of fatalities and 77% of injury crashes.  This would suggest that injuries and fatalities 

correspond fairly directly to the weight of a truck.  

An earlier study (of 2000 data) found that approximately 13% of all traffic-related fatalities were in crashes 

involving a truck exceeding 10,000 pounds.   

OUTREACH 

We contacted 10 agencies in California with residential properties in areas with significant street grades.  

We inquired about any specific policies they have adopted to deal with traffic safety in these areas, with a 

particular focus on construction-related policies.   A majority of the agencies had no specific requirements 

related to construction traffic on steep grades.  Most required either a traffic control plan or a meeting to 

discuss their traffic approach.  Some required construction activity to be in off-peak hours.           

Appendix B provides a summary of the responses from the agencies we contacted. 

PUBLIC INPUT 

On June 4th, City staff arranged for a meeting with interested residents from the Trousdale area to discuss 

their ideas and concerns.  Staff shared a draft list of potential actions and solicited comments and 

questions from the participants.  The ideas and recommendations presented later in this report reflect the 

input from this meeting.   

CONSTRUCTION INDUSTRY INPUT 

City staff intends to hold a meeting on June 10th with representatives of contractors doing work in the 

Trousdale area to discuss their ideas and concerns.   The results of this conversation will be reflected in 

City staff’s recommendations to the City Council.   

IDEAS CONSIDERED 

Per the direction from the City Council at their May 20, 2014 meeting:  “all options are on the table”.   

Table 4 provides a list of all the potential treatment options that we consider technically viable.  The 

political acceptability and wisdom of each option is a matter of judgment.  Our intent was to provide a 

comprehensive list to draw from, along with guidance as to the likely effectiveness and any potential 
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negative side effects.  Appendix C includes the same list of treatments but sorted differently; in one case 

by implementation timing and in the other case by likely effectiveness. 

The reference to “primary streets” in Table 4 and in the discussion below applies to the following streets: 

Loma Vista Drive, Chalette Drive, Carla Ridge, Wallace Ridge, and Hillcrest Road. 

The following is an elaboration of some of the ideas to provide clarity on the treatment and/or intent 

(note the reference numbers are consistent with Table 4): 

1. Off-site parking for construction workers.  The City can identify a parking facility (perhaps 
leasing space from the Greystone Park area), and charge the construction companies a monthly 
fee according to the number spaces requested.   Contractors could also elect to make their own 
off-site arrangements.   For example each construction site would be allowed two on-street 
parking passes (hanging-style) that would be used for their primary vehicles and/or visitors.   This 
approach would necessitate that homeowners, who desire to park on the street during the 
daytime, be issued parking passes. 

2. Make the streets private and install gated entries at perimeter.   There are 4 entry points to 
the Trousdale area: Hillcrest, Loma Vista (south and north), and Carla Ridge (south).  It is 
conceivable that the traffic could be controlled in/out of the community if gates were installed at 
these locations.  Installing gates necessitates the designation of private streets, which in turn, 
necessitates that residents would need to maintain and patrol the streets.   Gated residential areas 
are not uncommon in Southern California, but most were planned as such from the outset. 

3. Required haul routes for construction.  This concept would, through the construction permit 
process, limit the exposure of larger vehicles on extended stretches of significant grade.  
Construction-related trucks would be required to use the routes shown in Figure 6 as a means 
in/out of their job site. 

4. Require exhaust brakes for construction-related trucks.  A majority of large diesel trucks are 
now equipped with this form of brake, which uses cylinder compression or similar means to slow 
trucks on downhill grades via the engine, rather than physical brakes.  Further study would be 
needed to determine the threshold for requiring and the means to assure compliance. 

6. Traffic control plans submitted by contractors.  Prior to commencing with construction, a 
traffic control plan would be required that contains the following for City review:  proposed 
routing of trucks, parking accommodations for workers, work hours, equipment and material 
staging, and any truck compliance certifications as dictated by other measures adopted by the 
City from the menu in this report.  

14. Traffic control officers to restrict general vehicle traffic when large trucks are accessing 
area.  The concept would be that officers would stop traffic on the route in question while a large 
truck is traveling to/from the site.  This approach would require the contractor to notify the City of 
such activity a few days in advance.  While the officers could temporarily stop traffic on the “ends” 
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of the route, they would not be able to stop traffic from exiting the driveways along the route.  
The intent is to reduce the interaction between large trucks and autos. 

15. Prohibit southbound traffic on Cherokee near the LA/BH border via a half-street closure.   
The photo below shows how this would work from a functional perspective (could take a different 
appearance).   Such a treatment (with initial and periodic enforcement) will likely be effective in 
reducing 90%+ of the southbound cut-through traffic, including commercial vehicles.  However, 
Beverly Hills residents on the northern portion of the Trousdale area will see a significant 
reduction in their access options. 

16. Additional runaway truck ramp.  It may be possible to place an additional runaway truck ramp 
within the public right-of-way further uphill from the existing ramp.  This would likely necessitate 
the removal of parking in the area.  Such a facility would likely be viewed as a visual impact by 
adjacent homeowners. 

17. Reduce vehicle weight limit for construction vehicles to a maximum of 50,400 pounds.  This 
maximum weight corresponds to what is legally allowed with a three axle truck.  It also 
corresponds to the approximate weight of a concrete truck carrying up to 6 yards of material (the 
exact weight varies according to the type of concrete and truck manufacturer).  By comparison a 
full 10-yard truck would be 20,000-30,000 pounds heavier.  The research, and our experience, 
suggests that the benefit of lighter trucks outweighs the additional number of trips required for 
the same amount of material. 

18. Annual commercial vehicle inspections by City of Beverly Hills.  The City could replicate the 
role of the CHP but inspect vehicles every 12 months (or less), rather than the 25 months required 
by State law.  The City would only be able to inspect those vehicles that are related to 
construction within the City (via the building permit process).  This would require the City to 
secure the needed labor and location to execute this process.   Vehicles that are found by the City 
to be in compliance would receive a special sticker to allow enforcement by either code 
enforcement personnel or traffic officers. 

19. Use license plate recognition cameras to identify cut-thru trucks.  While “through” trucks over 
3 tons (6,000 lbs) are prohibited by ordinance from using the Trousdale area streets, the ability to 
enforce the prohibition is a challenge.  In addition to the labor associated with manual 
enforcement, there is the need to determine what is a “through” truck trip.  A license plate 
recognition system could be established at the four gateways to the Trousdale area to monitor 
(based upon travel time between the gateways) cut-through trucks.  The City Attorney’s office is 
researching the legal basis for such a system. 
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22. Declare the area a “construction zone”, which allows for doubling of traffic fines.  CVC 
Section 42010 allows for the doubling of fines related to a variety of infractions, including: 
passing, speed limits, reckless driving, and DUI’s. 

26. Install rumble strips on primary streets at approximately 1000’ intervals.  The following 
photo illustrates an implementation of rumble strips.  They typically reduce vehicle speeds in the 
vicinity by approximately 2-3 MPH.  However, they do create a significant level of noise. 

 

 

27. Increase enforcement of speeding and commercial vehicle compliance.  Beverly Hills police 
officers could be assigned to spend more time in the Trousdale area.  At present, the City has 5 
traffic officers available on a typical day for the entire City.   In addition to traffic enforcement, the 
officers could randomly check commercial vehicles for compliance with the mandated CHP 
inspection. 
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28. Add striping for parking lane on primary streets.   This treatment exists in a few sections of 
streets in the Trousdale area (photo below) but could be done for most all sections of the primary 
streets. 

 

30. Chicane treatment on primary streets (approx. every 1000’).  This type of traffic calming 
treatment has been used successfully throughout the world to slow vehicles, and it is more 
appropriate for streets with significant grades when compared to vertical devices (such as speed 
humps).    Such devices do not impair larger vehicles or emergency access.  The photos below are 
examples of this type of treatment.  The second photo is from West Hollywood. 

 

32. Use cameras on primary streets to generate courtesy notices for speeding.   State law does 
not currently support the use of cameras for enforcing speed limits.   However, it may be 
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acceptable to generate a notice that informs the motorist that they have exceeded the speed limit 
(and by how much). This technology is proven through applications in other states. 

RECOMMENDATIONS 

Based upon our experience and judgment, input from representatives of the homeowners association, 

and the best practices identified by the construction industry, we recommend the following actions be 

taken (Ref #’s are consistent with Table 4): 

Traffic Volume Treatments 

1. Require off‐site parking for construction workers   

Truck Safety Treatments 

3. Mandate a specific route for construction‐related trucks over 26,000 pounds (Figure 6) 

4. Require exhaust brakes on all construction‐related trucks, with an exemption process for special 

circumstances 

6. Require traffic control plans be submitted by contractors prior to permit approval 

8. Add signage regarding runaway truck ramp 

9. Add a flashing light on “steep grade” signs (every ¼ mile) on primary streets 

11. Provide a 24‐hour hotline for residents or security in area to notify City of non‐compliant truck 

hauling 

12. Limit construction‐related truck trips to weekdays between 9:30 AM  and 2:30 PM 

17. Reduce loaded vehicle weight limit for trucks associated with local construction to 50,400 

pounds and install weigh stations at the four primary entry points to Trousdale area 

18. In addition to annual commercial vehicle inspections by the City of Beverly Hills, we recommend 

the City require 48‐hour notice be given of any construction trucks (over 26,000 lbs) accessing 

the area, such that the City can verify that their CHP inspection is current and in compliance. 

19. Explore the legal context of using license plate recognition cameras to identify and potentially 

cite “cut‐thru” trucks.  If viable, then implement at the northern and southern portions of Loma 

Vista Drive. 

Vehicle Safety 

22. Declare the primary streets within Trousdale to be part of a “construction zone”, which allows 

for a doubling of traffic fines 

  



Trousdale Area Traffic Safety 

June 2014 

14 

 

Vehicle Speed  

23. Install solar‐powered, permanent speed feedback signs on primary streets (approximately every 

¼ mile) 

24. Install additional speed  advisory signs (15 MPH) on primary streets 

25. Install additional speed limit signage and pavement markings on primary streets 

28. Add striping for parking lane on primary streets  

30. Install chicane treatments on the primary streets (approx. every 1000’) 

32. Use cameras on primary streets to generate “courtesy notices” for speeding  

Annual Monitoring 

In addition to the above, we recommend an annual review by the City Council to refine the transportation 

safety program for the Trousdale area.   City staff can prepare a summary of the following each year: 

 Collision data for the concluding 12 months and comparison to historical norms 

 Measured traffic speeds on the primary streets and comparison to “before” condition 

 Number and nature of building permit violations related to transportation 

 Perception of the residents as determined by annual meeting with representatives 

  

 

 



Table 4 

Treatment Options (sorted by Primary Target) 

Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

1  Off‐site parking for construction workers  Short Traffic
volume 

Low Slightly reduce traffic volume in 
the area 

Need to provide suitable 
location to park, need process 
for visitors 

Low 

2  Make the streets private and install gated entries 
at perimeter (4) 

Long Traffic 
volume 

Substantial Provides for on‐going means to 
monitor trucks and eliminates 
cut‐thru traffic  

Added cost to homeowners 
for gates and street 
maintenance 

High 

3  Provide required haul routes for construction‐
related trucks (see Figure 6) 

Short Truck 
safety 

Substantial Reduces length of downhill 
runs for trucks 

More trucks on some streets 
than current  

Med 

4  Require exhaust brakes (Jake, C or Pac) on all 
construction‐related trucks 

Short Truck 
safety 

Substantial Effective means to traverse 
steep grades without burning 
brakes 

Noise level is higher and most 
come with “off” switch 

Low 

5  Work with City and County of LA to distribute info 
to truck drivers re through routes in BH 

Short Truck 
safety 

Modest Educate drivers to use 
Coldwater Canyon Drive or 
Cannon Drive 

Drivers may already be aware 
and still choose Trousdale 
Area as cut‐thru 

Low 

6  Traffic control plans submitted by contractors 
prior to permit approval 

Short Truck 
safety 

Modest Provides means for planned 
approach to hauling and 
parking 

Staff will need to review and 
provide guidance 

Med 

7  One‐Way Routing (northbound) for construction‐
related trucks on Loma Vista and Carla Ridge 

Short Truck 
safety 

Modest Reduces longest stretches of 
continuous downhill travel 

More trucks on Cherokee and 
Coldwater Canyon 

Med 

8  Additional signage regarding runaway truck ramp Short Truck 
safety 

Low Increase truck driver 
awareness 

Visual impact to adjacent 
residents 

Low 

9  Flashing light on primary streets (every ¼ mile) to 
reinforce “steep grade” signs 

Short Truck 
safety 
 

Low Increase driver awareness Light intrusion for neighbors Low 

10  Update weight limit signs and install more of 
them.  This applies to through trucks. 

Short Truck 
safety 

Low Helps with driver awareness.  
Applies to trucks over 3 tons. 

Doesn’t stop through trucks ‐
if they choose to ignore 

Low 

11  Provide a 24‐hour hotline for residents or security 
in area to notify City of non‐compliant truck 
hauling  

Short Truck 
safety 

Low May discourage some from 
circumventing truck safety 
requirements 

Doesn’t directly change the 
number or nature of truck 
trips 

Med 

12  Limit construction‐related truck trips to weekdays 
between 9:30‐2:30 

Short Truck 
safety 

Low Reduces interaction between 
trucks and commute/school 
trips 

Doesn’t change truckers’ 
ability to navigate grade 

Low 

                                                            
1 Underway= in progress, Short= less than 3 months, Mid= 3‐12 months, Long= 12+ months  
2 Relative to intent 
3 Over 10‐year period.  Low= less than $10,000, Med = $10,000‐$100,000, High = more than $100,000 



Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

13  Prohibit on‐street parking on primary streets on 
weekdays between hours of 9:30‐2:30, with an 
exception process for special needs. 

Short Truck 
safety 

Low Reduction in collisions 
involving parked vehicles 

Prohibition creates wider 
effective roadway that could 
increase speeds; resident 
inconvenience 

High 

14  Traffic control officers to restrict vehicle travel 
during hauling, while trucks travel to/from 
construction site 

Short Truck 
safety 

High Reduces potential for injuries 
in the case of run‐away truck 

Motorist delay of 5‐10 
minutes 

High 

15  Prohibit southbound traffic on Cherokee near 
LA/BH border via a “half‐street” closure, greatly 
reducing southbound cut‐thru traffic 

Mid Truck 
safety 

Substantial Eliminates non‐construction 
trucks (and autos) from 
traveling thru Trousdale area 

Significantly reduces access 
for residents in northern 
portion of Trousdale area 

Med 

16  Additional runaway truck ramp (on street) along 
Loma Vista Dr4 

Mid Truck 
safety 

Modest Gives alternative, if placed 
uphill of existing 

Visual impact and parking loss High 

17  Reduce loaded vehicle weight limit for trucks 
associated with local construction to 50,400 lbs 
and add weigh stations on entry points (4).  

Long Truck 
safety 

Substantial Would eliminate trucks 
between 50,400‐80,000 
pounds 

More trips would be needed, 
and no specific weight limit 
guarantees safety 

High 

18  Annual commercial vehicle inspections by Beverly 
Hills PD with “compliance” stickers for trucks 

Long Truck 
safety 

Substantial Will identify and reduce trucks 
with mechanical problems 

Opportunity cost of police 
resources 

High 

19  Use license plate recognition cameras to identify 
“cut‐thru” trucks and send tickets/fines 

Long Truck 
safety 

Substantial Would greatly discourage cut‐
thru truck trips 

Need to determine legal 
viability 

High 

20  Enforce stops on Cherokee at El Roble Ln  Short Vehicle 
safety 

Low While no history of truck 
collisions, residents’ report 
stop sign violations 

This is LAPD jurisdiction Low 

21  Increase citywide DUI stings   Mid Vehicle 
safety 

Modest High benefit citywide, but 
difficult to predict exact impact 
on any street 

Opportunity cost of police 
resources 

High 

22  Declare the area a “construction zone”, which 
allows for doubling of traffic fines. 

Med Vehicle 
safety 

Low May help driver compliance 
with laws 

Some residents may feel it is 
“unfair” for their area 

Low 

23  Permanent speed feedback signs on primary 
streets (every ¼ mile) – solar powered 

Underway Vehicle 
speed 

Low Helps with driver awareness Visual impact to adjacent 
residents  

Med 

24  Install additional speed advisory signs (15 MPH) 
on primary streets 

Underway Vehicle 
speed 

Low Not binding  None Low 

25  Additional speed limit signage and pavement 
markings on primary streets 

Underway Vehicle 
speed 

Low Helps with driver awareness None Low 

26  Rumble strips on primary streets5 (approx. every 
1000’) 

Short Vehicle 
speed 

Modest Helps with driver awareness Increased noise for adjacent 
residents 

Low 

                                                            
4 Would require shifting centerline, and may not allow for “up slope” 
5 Primary streets are Loma Vista Drive, Chalette Drive, Carla Ridge, Wallace Ridge, and Hillcrest Road 



Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

27  Increased enforcement of speeding and 
commercial vehicle compliance  

Short Vehicle 
speed 
 

Modest Likely to reduce speeding and 
catch some non‐compliant 
trucks re CHP inspection 

Opportunity cost of police 
resources 

High 

28  Add striping for parking lane on primary streets Short Vehicle 
speed 

Low Makes roadway appear more 
narrow 

None Low 

29  Add stop signs on primary streets  Short Vehicle 
speed 

Low Would reduce speeds near 
stops but data suggests 
potential higher speeds 
between stops 

Compliance would be a 
challenge, added noise to 
adjacent residents 

Low 

30  Chicane treatments on primary streets (approx. 
every 1000’) 

Mid Vehicle 
speed 

Modest Effective in reducing speed of 
all vehicles 

Loss of parking Med 

31  Change Speed Limit to 15 MPH on primary streets Mid Vehicle 
speed 

Modest Some drivers will reduce 
speeds in recognition 

Compliance concerns, noise 
impacts, and higher vehicle 
maintenance costs 

Low 

32  Use cameras on primary streets to generate 
“courtesy notices” for speeding  

Long Vehicle 
speed 

Modest Provides objective feedback to 
motorists 

More expensive than 
feedback signs for same 
outcome 

High 
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APPENDIX B: SUMMARY OF APPROACH BY OTHER AGENCIES 

  



Jurisdiction Relevant Information/Policies 
City and County of 
San Francisco 

• No construction activity allowed during designated time periods (i.e.-
peak hours) 

• Applicants who request a waiver must obtain written 
approval from property and business owners as deemed 
necessary by agency. 

• Closing a lane in residential areas requires solar flashing arrow 
boards, and in some cases the use of high-level warning flags 

• Special Traffic Permit(STP) required 
• Closing a street, alley, or sidewalk 
• Reducing number of travel lanes 
• Working outside of designated hours 
• Exceeding contract specifications 
• Working w/in one block of an existing construction area 
• Closing or detouring a bike route 

• Any work in the public right-of-way requires the project be registered 
with agency 

• Registration form with scope, location, and duration as well 
as contact info 

• Agency staff meet with contractor 
o Verify familiarity with Blue Book and other 

regulations 
o Identify access issues 
o Prepare STPs 

 
City of Santa Barbara • Public Works Construction Permits are required for work done in the 

right-of-way 
• Assures adequate notice to the public 

 
City of Pasadena 
 
 

• Pre-construction meeting with City Engineer 
• Submit construction work schedule to be reviewed and accepted 
• Construction shut down period 11/15-1/3 or 12/15-1/3 
• Proper notice given to adjacent business and property owners 
• Submit a Construction Staging and Traffic Management Plan 

City of Glendale 
 

• Traffic control plan must be approved by Traffic Engineer 
• Nothing specifically addresses steep grade 
• Restrict hours for construction on case-by-case basis.  Try to avoid 

morning and evening peak where possible.  
City of Yorba Linda • Transportation Permit required for construction within right-of-way 

• Meet work area traffic control manual, pay attention to speed of 
road more than the grade. 

• Traffic Engineer determines need for traffic control plan based on 
location 

City of La Mesa 
 

• Traffic Control plan must be approved for construction projects 
• No specifications for steep grades 
• No history of accidents 



City of Saratoga 
 

• Construction hours restricted to certain days and hours based on 
type of project 

City of Los Gatos 
 

• Fee system collected with construction permits to fund street repair 
and refurbish roads 

City of Belmont 
 

• Truck hauling ordinance 
• Construction permit requires approval from City Engineer, and could 

include Traffic Control Plan based on project 
• Nothing specific to steep grades 

City of Laguna Beach • Extra warning signage on downhill roadways 
• Use of unwarranted stop sign half way down the hill to force vehicles 

to reduce speed 
 



 

 

APPENDIX C:  TREATMENT OPTIONS (WITH VARIED SORTING 

METHODS)  

 

 

  



Table C1 

Treatment Options (sorted by Timing) 

Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

23  Permanent speed feedback signs on primary 
streets (every ¼ mile) – solar powered 

Underway Vehicle 
speed 

Low Helps with driver awareness Visual impact to adjacent 
residents  

Med 

24  Install additional speed advisory signs (15 MPH) 
on primary streets 

Underway Vehicle 
speed 

Low Not binding  None Low 

25  Additional speed limit signage and pavement 
markings on primary streets 

Underway Vehicle 
speed 

Low Helps with driver awareness None Low 

1  Off‐site parking for construction workers  Short Traffic
volume 

Low Slightly reduce traffic volume in 
the area 

Need to provide suitable 
location to park, need process 
for visitors 

Low 

3  Provide required haul routes for construction‐
related trucks (see Figure 6) 

Short Truck 
safety 

Substantial Reduces length of downhill 
runs for trucks 

More trucks on some streets 
than current  

Med 

4  Require exhaust brakes (Jake, C or Pac) on all 
construction‐related trucks 

Short Truck 
safety 

Substantial Effective means to traverse 
steep grades without burning 
brakes 

Noise level is higher and most 
come with “off” switch 

Low 

5  Work with City and County of LA to distribute info 
to truck drivers re through routes in BH 

Short Truck 
safety 

Modest Educate drivers to use 
Coldwater Canyon Dr or 
Cannon Dr 

Drivers may already be aware 
and still choose Trousdale 
Area as cut‐thru 

Low 

6  Traffic control plans submitted by contractors 
prior to permit approval 

Short Truck 
safety 

Modest Provides means for planned 
approach to hauling and 
parking 

Staff will need to review and 
provide guidance 

Med 

7  One‐Way Routing (northbound) for construction‐
related trucks on Loma Vista and Carla Ridge 

Short Truck 
safety 

Modest Reduces longest stretches of 
continuous downhill travel 

More trucks on Cherokee and 
Coldwater Canyon 

Med 

8  Additional signage regarding runaway truck ramp Short Truck 
safety 

Low Increase truck driver 
awareness 

Visual impact to adjacent 
residents 

Low 

9  Flashing light on primary streets (every ¼ mile) to 
reinforce “steep grade” signs 

Short Truck 
safety 
 

Low Increase driver awareness Light intrusion for neighbors Low 

10  Update weight limit signs and install more of 
them.  This applies to through trucks. 

Short Truck 
safety 

Low Helps with driver awareness.  
Applies to trucks over 3 tons. 

Doesn’t stop through trucks ‐
if they choose to ignore 

Low 

11  Provide a 24‐hour hotline for residents or security 
in area to notify City of non‐compliant truck 
hauling  

Short Truck 
safety 

Low May discourage some from 
circumventing truck safety 
requirements 

Doesn’t directly change the 
number or nature of truck 
trips 

Med 

                                                            
1 Underway= in progress, Short= less than 3 months, Mid= 3‐12 months, Long= 12+ months  
2 Relative to intent 
3 Over 10‐year period.  Low= less than $10,000, Med = $10,000‐$100,000, High = more than $100,000 



Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

12  Limit construction‐related truck trips to weekdays 
between 9:30‐2:30 

Short Truck 
safety 

Low Reduces interaction between 
trucks and commute/school 
trips 

Doesn’t change truckers’ 
ability to navigate grade 

Low 

13  Prohibit on‐street parking on primary streets on 
weekdays between hours of 9:30‐2:30, with an 
exception process for special needs. 

Short Truck 
safety 

Low Reduction in collisions 
involving parked vehicles 

Prohibition creates wider 
effective roadway that could 
increase speeds; resident 
inconvenience 

High 

14  Traffic control officers to restrict vehicle travel 
during hauling, while trucks travel to/from 
construction site 

Short Truck 
safety 

High Reduces potential for injuries 
in the case of run‐away truck 

Motorist delay of 5‐10 
minutes 

High 

20  Enforce stops on Cherokee at El Roble Ln  Short Vehicle 
safety 

Low While no history of truck 
collisions, residents’ report 
stop sign violations 

This is LAPD jurisdiction Low 

26  Rumble strips on primary streets4 (approx. every 
1000’) 

Short Vehicle 
speed 

Modest Helps with driver awareness Increased noise for adjacent 
residents 

Low 

27  Increased enforcement of speeding and 
commercial vehicle compliance  

Short Vehicle 
speed 
 

Modest Likely to reduce speeding and 
catch some non‐compliant 
trucks re CHP inspection 

Opportunity cost of police 
resources 

High 

28  Add striping for parking lane on primary streets Short Vehicle 
speed 

Low Makes roadway appear more 
narrow 

None Low 

29  Add stop signs on primary streets  Short Vehicle 
speed 

Low Would reduce speeds near 
stops but data suggests 
potential higher speeds 
between stops 

Compliance would be a 
challenge, added noise to 
adjacent residents 

Low 

15  Prohibit southbound traffic on Cherokee near 
LA/BH border via a “half‐street” closure, greatly 
reducing southbound cut‐thru traffic 

Mid Truck 
safety 

Substantial Eliminates non‐construction 
trucks (and autos) from 
traveling thru Trousdale area 

Significantly reduces access 
for residents in northern 
portion of Trousdale area 

Med 

16  Additional runaway truck ramp (on street) along 
Loma Vista Dr5 

Mid Truck 
safety 

Modest Gives alternative, if placed 
uphill of existing 

Visual impact and parking loss High 

21  Increase citywide DUI stings   Mid Vehicle 
safety 

Modest High benefit citywide, but 
difficult to predict exact impact 
on any street 

Opportunity cost of police 
resources 

High 

30  Chicane treatments on primary streets (approx. 
every 1000’) 

Mid Vehicle 
speed 

Modest Effective in reducing speed of 
all vehicles 

Loss of parking Med 

31  Change Speed Limit to 15 MPH on primary streets Mid Vehicle 
speed 

Modest Some drivers will reduce 
speeds in recognition 

Compliance concerns, noise 
impacts, and higher vehicle 
maintenance costs 

Low 

                                                            
4 Primary streets are Loma Vista Drive, Chalette Drive, Carla Ridge, Wallace Ridge, and Hillcrest Road 
5 Would require shifting centerline, and may not allow for “up slope” 



Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

22  Declare the area a “construction zone”, which 
allows for doubling of traffic fines. 

Med Vehicle 
safety 

Low May help driver compliance 
with laws 

Some residents may feel it is 
“unfair” for their area 

Low 

2  Make the streets private and install gated entries 
at perimeter (4) 

Long Traffic 
volume 

Substantial Provides for on‐going means to 
monitor trucks and eliminates 
cut‐thru traffic  

Added cost to homeowners 
for gates and street 
maintenance 

High 

17  Reduce loaded vehicle weight limit for trucks 
associated with local construction to 50,400 lbs 
and add weigh stations on entry points (4).  

Long Truck 
safety 

Substantial Would eliminate trucks 
between 50,400‐80,000 
pounds 

More trips would be needed, 
and no specific weight limit 
guarantees safety 

High 

18  Annual commercial vehicle inspections by Beverly 
Hills PD with “compliance” stickers for trucks 

Long Truck 
safety 

Substantial Will identify and reduce trucks 
with mechanical problems 

Opportunity cost of police 
resources 

High 

19  Use license plate recognition cameras to identify 
“cut‐thru” trucks and send tickets/fines 

Long Truck 
safety 

Substantial Would greatly discourage cut‐
thru truck trips 

Need to determine legal 
viability 

High 

32  Use cameras on primary streets to generate 
“courtesy notices” for speeding  

Long Vehicle 
speed 

Modest Provides objective feedback to 
motorists 

More expensive than 
feedback signs for same 
outcome 

High 

 



Table C2 

Treatment Options (sorted by Benefit Level) 

Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

2  Make the streets private and install gated entries 
at perimeter (4) 

Long Traffic 
volume 

Substantial Provides for on‐going means to 
monitor trucks and eliminates 
cut‐thru traffic  

Added cost to homeowners 
for gates and street 
maintenance 

High 

3  Provide required haul routes for construction‐
related trucks (see Figure 6) 

Short Truck 
safety 

Substantial Reduces length of downhill 
runs for trucks 

More trucks on some streets 
than current  

Med 

4  Require exhaust brakes (Jake, C or Pac) on all 
construction‐related trucks 

Short Truck 
safety 

Substantial Effective means to traverse 
steep grades without burning 
brakes 

Noise level is higher and most 
come with “off” switch 

Low 

15  Prohibit southbound traffic on Cherokee near 
LA/BH border via a “half‐street” closure, greatly 
reducing southbound cut‐thru traffic 

Mid Truck 
safety 

Substantial Eliminates non‐construction 
trucks (and autos) from 
traveling thru Trousdale area 

Significantly reduces access 
for residents in northern 
portion of Trousdale area 

Med 

17  Reduce loaded vehicle weight limit for trucks 
associated with local construction to 50,400 lbs 
and add weigh stations on entry points (4).  

Long Truck 
safety 

Substantial Would eliminate trucks 
between 50,400‐80,000 
pounds 

More trips would be needed, 
and no specific weight limit 
guarantees safety 

High 

18  Annual commercial vehicle inspections by Beverly 
Hills PD with “compliance” stickers for trucks 

Long Truck 
safety 

Substantial Will identify and reduce trucks 
with mechanical problems 

Opportunity cost of police 
resources 

High 

19  Use license plate recognition cameras to identify 
“cut‐thru” trucks and send tickets/fines 

Long Truck 
safety 

Substantial Would greatly discourage cut‐
thru truck trips 

Need to determine legal 
viability 

High 

5  Work with City and County of LA to distribute info 
to truck drivers re through routes in BH 

Short Truck 
safety 

Modest Educate drivers to use 
Coldwater Canyon Dr or 
Cannon Dr 

Drivers may already be aware 
and still choose Trousdale 
Area as cut‐thru 

Low 

6  Traffic control plans submitted by contractors 
prior to permit approval 

Short Truck 
safety 

Modest Provides means for planned 
approach to hauling and 
parking 

Staff will need to review and 
provide guidance 

Med 

7  One‐Way Routing (northbound) for construction‐
related trucks on Loma Vista and Carla Ridge 

Short Truck 
safety 

Modest Reduces longest stretches of 
continuous downhill travel 

More trucks on Cherokee and 
Coldwater Canyon 

Med 

16  Additional runaway truck ramp (on street) along 
Loma Vista Dr4 

Mid Truck 
safety 

Modest Gives alternative, if placed 
uphill of existing 

Visual impact and parking loss High 

21  Increase citywide DUI stings   Mid Vehicle 
safety 

Modest High benefit citywide, but 
difficult to predict exact impact 
on any street 

Opportunity cost of police 
resources 

High 

                                                            
1 Underway= in progress, Short= less than 3 months, Mid= 3‐12 months, Long= 12+ months  
2 Relative to intent 
3 Over 10‐year period.  Low= less than $10,000, Med = $10,000‐$100,000, High = more than $100,000 
4 Would require shifting centerline, and may not allow for “up slope” 



Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

26  Rumble strips on primary streets5 (approx. every 
1000’) 

Short Vehicle 
speed 

Modest Helps with driver awareness Increased noise for adjacent 
residents 

Low 

27  Increased enforcement of speeding and 
commercial vehicle compliance  

Short Vehicle 
speed 
 

Modest Likely to reduce speeding and 
catch some non‐compliant 
trucks re CHP inspection 

Opportunity cost of police 
resources 

High 

30  Chicane treatments on primary streets (approx. 
every 1000’) 

Mid Vehicle 
speed 

Modest Effective in reducing speed of 
all vehicles 

Loss of parking Med 

31  Change Speed Limit to 15 MPH on primary streets Mid Vehicle 
speed 

Modest Some drivers will reduce 
speeds in recognition 

Compliance concerns, noise 
impacts, and higher vehicle 
maintenance costs 

Low 

32  Use cameras on primary streets to generate 
“courtesy notices” for speeding  

Long Vehicle 
speed 

Modest Provides objective feedback to 
motorists 

More expensive than 
feedback signs for same 
outcome 

High 

1  Off‐site parking for construction workers  Short Traffic
volume 

Low Slightly reduce traffic volume in 
the area 

Need to provide suitable 
location to park, need process 
for visitors 

Low 

8  Additional signage regarding runaway truck ramp Short Truck 
safety 

Low Increase truck driver 
awareness 

Visual impact to adjacent 
residents 

Low 

9  Flashing light on primary streets (every ¼ mile) to 
reinforce “steep grade” signs 

Short Truck 
safety 
 

Low Increase driver awareness Light intrusion for neighbors Low 

10  Update weight limit signs and install more of 
them.  This applies to through trucks. 

Short Truck 
safety 

Low Helps with driver awareness.  
Applies to trucks over 3 tons. 

Doesn’t stop through trucks ‐
if they choose to ignore 

Low 

11  Provide a 24‐hour hotline for residents or security 
in area to notify City of non‐compliant truck 
hauling  

Short Truck 
safety 

Low May discourage some from 
circumventing truck safety 
requirements 

Doesn’t directly change the 
number or nature of truck 
trips 

Med 

12  Limit construction‐related truck trips to weekdays 
between 9:30‐2:30 

Short Truck 
safety 

Low Reduces interaction between 
trucks and commute/school 
trips 

Doesn’t change truckers’ 
ability to navigate grade 

Low 

13  Prohibit on‐street parking on primary streets on 
weekdays between hours of 9:30‐2:30, with an 
exception process for special needs. 

Short Truck 
safety 

Low Reduction in collisions 
involving parked vehicles 

Prohibition creates wider 
effective roadway that could 
increase speeds; resident 
inconvenience 

High 

20  Enforce stops on Cherokee at El Roble Ln  Short Vehicle 
safety 

Low While no history of truck 
collisions, residents’ report 
stop sign violations 

This is LAPD jurisdiction Low 

22  Declare the area a “construction zone”, which 
allows for doubling of traffic fines. 

Med Vehicle 
safety 

Low May help driver compliance 
with laws 

Some residents may feel it is 
“unfair” for their area 

Low 

                                                            
5 Primary streets are Loma Vista Drive, Chalette Drive, Carla Ridge, Wallace Ridge, and Hillcrest Road 



Ref  Treatment (see text for details)  Timing to 
Implement1 

Primary 
Target 

Benefit 
Level2 

Benefit Comment  Side Effects  Cost3 

23  Permanent speed feedback signs on primary 
streets (every ¼ mile) – solar powered 

Underway Vehicle 
speed 

Low Helps with driver awareness Visual impact to adjacent 
residents  

Med 

24  Install additional speed advisory signs (15 MPH) 
on primary streets 

Underway Vehicle 
speed 

Low Not binding  None Low 

25  Additional speed limit signage and pavement 
markings on primary streets 

Underway Vehicle 
speed 

Low Helps with driver awareness None Low 

28  Add striping for parking lane on primary streets Short Vehicle 
speed 

Low Makes roadway appear more 
narrow 

None Low 

29  Add stop signs on primary streets  Short Vehicle 
speed 

Low Would reduce speeds near 
stops but data suggests 
potential higher speeds 
between stops 

Compliance would be a 
challenge, added noise to 
adjacent residents 

Low 

14  Traffic control officers to restrict vehicle travel 
during hauling, while trucks travel to/from 
construction site 

Short Truck 
safety 

High Reduces potential for injuries 
in the case of run‐away truck 

Motorist delay of 5‐10 
minutes 

High 
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